
direct-reversal m ed for simplified production of black-and-white slides of 
s, ack-and-white transparencies, and black-and-white reflection copy. 

Safelight: Handle this blue-sensitive film under the light from a KoDAK Safelight 
Filter Type GBX, OA (greenish-yellow) or OC (light amber), or equivalent, in a 
suitable safdight lamp containing a IS-watt bulb, placed at least 4 feet (1.2 m) from 
the film. A KoDAK Safelight Filter Type ML-2 (light orange) may also be used but 
film handling time should not exceed 3 minutes. 
Storage: Store unprocessed film in a refrigerator or freezer at a temperature of 50"­
(lO"C) or lower. Keep film dry and shielded from x-rays, gamma 1ays, and ot. 
penetrating radiation. Process film as soon as possible after exposure. 
Exposure Index: 0.06 with the fluorescent lighting commonly found in x-ray view­
boxes. 
Copying Radiographs and Similar Transparencies: Exposure times for "average" 
radiographs are about 12 to 20 seconds at.f/4 with a conventional x-ray viewbox 
(32-watt, T-10, daylight Circline lamp or two 15-watt, T-8 daylight fluorescent 
lamps). These times can be cut in half by outfitting viewbox with high intensity blue 
tubes, FIST8/B (available from suppliers of Westinghouse and Sylvania lighting 
products). 
Reflection Copy: With two 500-watt RFL-2 reflector photolamps, one on either side 
of the copy at 45 d~:·-_~:vecs to camera axis, and 36 inches from center of the copy, try 
about 12 seconds atj/'3.5. 

[f the processed slide is too dark, use a longer exposure time; if too light_ use a 
shorter time. -
Processing: May be processed in radio.~raphic processors such as KoDAK X-0MA1 
Processors with a 90-second or long-er cycle or use conventional black-and-white 
chemicals and processors. For more information contact Kodak in your country, or 
your dealer, requesting a copy of pamphlet ~-13-148, KODAK Rapid Proa'is Copy 
Fdm 2064. 

NOTICE: This film will be replaced if defective in manufacture, labeling, or packag­
ing. Except fix such replacement, the sale or any subsequent handling of this film is 
v .. ·ithout warranty or liability even though defect_ damage, or loss is caused by 
negligence or other fault. 

Kodak and X-Omat arc trademark.-.. 

DEUTSCH 
Der KoDAK Rapid Process Copy Film ist cin Direktumkehrfilm fiir die prohlemlose 
Herstellung von Schwarzweil.kliapositivt>n von R6ntgenaufnahmen, schwar7weif~ ... " 
l)urchsichtsbildern und schwarZ\-\"·eiLkn Autsichtsbildern. 
Dunkelkammerbeleuchtung: Dcr blauempfindliche Film kann unter dem L''-­
IO!gender KonAK-Sicherhcitsfilter bzw. gleichwertiger Pnx:lukte in f'"inem Ab~tand 
von mindestens 1,20 m zur Filrnebenc gehandhabt und verarbcitet werden: KoDAK 
Sicherheitsfilter GBX (rot), ex: (hellbernsteinfarbcn), OA (gelbgriin). oder Tvpe 
ML-2 (hellorange). Bei Filter ML-2 darf der Filrn dem Dunkelkammerlicht nicht 
Hinger als drei Minuten ausgesetzt we-rden 
Lagerung: Den nicht vcrarbeiteten Film im Ki.ihlschrank oder in der Gefriertruhe 
bci lO"C oder kiihler aufi:x-wahren. Den Film trocken halten und vor RC>ntgcn­
oder Gammastrahlen oder anderen durchdringenden Strahlen schi.itzen. 
Dcr Belichtungsindex betragt 0,00 bei Aufllahmen vom Leuchtkasten, dcr mit den 
lib lichen I .euchtstofTrOhren bestiickt ist. 
Diaherstellung von ROntgenaufnahmen oder Cihnlichen Durch5ichtsbildern: FUr nor­
mal hdichtcte Riint~enaufnahmen von einem konventionellen Filmbctrach­
tungsgerat (Ausstattung: :32 \Vatt, T-10, Tageslichtringlamrx odt'"r zwei 1.) \\"att, 
T-8, TageslichtleuchtstoffrOhren) wird eine Belichtungszeit von 12 bis 20 Sekunden 
lxi Blendc 4 beni.itigt. Die Zeiten kOnnen halbiert werden, wenn das Filmbetrach­
tungsgerat mit blauen ROhren hoher lntensitat (FIST8/B) ausgeri.istet wird. 
(Erhiiltlich bei den Vertricbspartnern von \Vestinghouse und Sylvania Beleuch­
tungsartikeln). 
Aufnahme von Aufsichtsbildern: Zwei 500 VVatt RFL-2 Reflcktorlampen werden 
im Winkel von 45" zur Kamerachse auf heiden Seiten des AutSichtsbildes ange­
bracht. Der Abstand zur Kamera sollte ca. 90 em betragen. Bci dieser Anordnung 
ben()tigt man cine Belichtungszeit von ca. 12 Sekunden bei Hlcnde 3,5. 
Hinweis: 1st das Diapositiv zu dunkel, muH die Belichtungszeit verliingert WC'rden, 
ist es zu hell, muB die Belichtungszeit verki.irzt werden. 
Verarbeitung: Der KoDAK RP X-OMAT Copv Film kann in siimtlichen Rollenent­
wirklunt!sma-.chincn fiir 90 Sekunden oder liinger vcrarbeitet wcrde~. Fiir die 


